
Attic 
Floor

First 
Floor

Second 
Floor

Roof 
Ridge

     
  

     
     

 
   2
5 

Wa
yla

nd
 H

ills
 R

d.,
   

   
   

 W
ay

lan
d, 

MA
 0

17
78

BER
DI 

CO
NS

UL
TIN

G

#375-22

Text
 (3)2x8 floor joists  @ 16" oc.

Text
 38'-9"

Text
 Bedroom

Text
 Bedroom

Text
 Bedroom

Text
 Kitchen

Text
 Dining Rm

Text
 Bathrm.

Text
 Existing 2x8 floor  joists @ 16" oc.

Text
 (3) 2x8 floor  joists @ 16" oc.

Text
 Stair opening.

Text
 Work area.

Text
 3

Text
 3

Text
 BUILDING SECTION

Text
 -

Text
 -

Text
 4

Text
 4

Text
 BUILDING SECTION

Text
 -

Text
 -

Text
 Sister new 2x8  floor joists on  either side of  existing 2x8. Typ

Text
 13'-8"

Text
 Dn

Text
 11'-5 1 2 "

Text
 (2) 1.75x 7.25  LVL

Text
 4x6 PSL post.

Text
 (2) 1.75x  11.875 LVL

Text
 Existing

Text
 9'-8"

Text
 9'-8"

Text
 29'-2"

Text
 3

Text
 3

Text
 BUILDING SECTION

Text
 -

Text
 -

Text
 Shed roof.

Text
 Shed roof.

Text
 Slope.

Text
 Slope.

Text
 New.

Text
 Existing.

Text
 4

Text
 4

Text
 BUILDING SECTION

Text
 -

Text
 -

Text
 2x10 Roof rafters  @ 16" oc.

Text
 (2) 1.75x  11.875 LVL

Text
 Work area.

Text
 4x6 PSL post.

Text
 4x6 PSL post.

Text
 4x6 PSL post.

Text
 2x10 Roof rafters  @ 16" oc.

Text
 4x4 PSL post.

Text
 13'-8"

Text
 11'-5 1 2 "

Text
 14'-7"

Text
 14'-7"

Text
 4'-4 7 16 "

Text
 2x10 Roof rafters  @ 16" oc.

Text
 2X12 Ledger.

Text
 Continuos 2x  10 ledger 

Text
 7'-8"

Text
 12

Text
 4

Text
 6'-6"

Text
 (3)2x8 floor  joist.Typ.

Text
 T & G exterior  grade plywood  sheathing

Text
 LED recessed  lights. Dimmer

Text
 Existing.

Text
 New.

Text
 Existing bearing  wall.

Text
 Existing bearing  wall.

Text
 3'-0"

Text
 (2) 1.75x 11.875  LVL Ridge beam

Text
 STRUCTURAL NOTES:

Text
 GENERAL.

Text
 1.GROUND SNOW LOAD
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 ALL LOADS AND LOADING CONDITIONS ARE PER IBC 2015
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 (9TH EDITION OF THE MASSACHUSETTS BUILDING CODE)
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 2. ALL WORK SHALL CONFORM TO THE LATEST

Text
 COMMONWEALTH OF MASSACHUSETTS STATE BUILDING
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 CODE AND THE INTERNATIONAL BUILDING CODE
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 3. ALL FOUNDATIONS SHALL REST ON SOLID BEARING
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 (MIN. CAPACITY 2000 PSF). WHERE RESTING ON FILL,

Text
 SUCH FILL'S MATERIAL & COMPACTION METHOD SHALL
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 BE AS APPROVED IN WRITING BY ENGINEER. NOTIFY THE
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 ENGINEER IF LESSER CAPACITY MATERIAL IS
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 ENCOUNTERED BEFORE PROCEEDING WITH WORK.

Text
 THE CONTRACTOR SHALL PROVIDE ALL NECESSARY
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 SHORING & BRACING UNTIL ALL STRUCTURAL WORK IS

Text
 COMPLETE.

Text
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 INDICATED IN DRAWINGS.
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 4. ALL DIMENSIONAL LUMBER SHALL BE OF
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 CONSTRUCTION GRADE OR BETTER;
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 ALL EXPOSED WOOD SHALL BE PRESSURE TREATED;
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 ALL EXPOSED CONNECTORS AND FASTENERS SHALL BE
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 GALVANIZED;
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 LALLY, uno.
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 AT EACH FLOOR LEVEL.
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 RAFTERS TO THE WALLS.
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 DOUBLE JOISTS UNDER NOT LOAD BEARING PARTITIONS.
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 6. ALL POSTS (CONCENTRATED LOADS) SHALL BE

Text
 TRACED TO THE FOUNDATION LEVEL AND TERMINATE
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 EITHER ABOVE EXISTING FOUNDATION WALL OR ABOVE

Text
 EXISTING LALLY COLUMN OR ABOVE NEW LALLY COLUMN

Text
 (3.5" dia. PLACED ON TOP OF NEW 24"X24"X12''

Text
 CONCRETE PAD LOCATED ON UNDISTURBED SOIL LAYER).
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 NAILING AND FASTENING:

Text
 7. ALL FASTENERS AND CONNECTORS SHALL BE

Text
 GALVANIZED. USE 4" O.C. @ EDGES AND 12" O.C. IN

Text
 FIELD TO ATTACH ALL FLOOR AND ROOF PLYWOOD AND

Text
 EXTERIOR SHEATHING.

Text
 8. CONTRACTOR MAY SUBSTITUTE SINGLE LVL BEAMS

Text
 FOR COMBINATION OF 1.75" PILES. ALL COMBINED LVL

Text
 PILES SHALL BE CONNECTED PER MANUFACTURER

Text
 SPECIFICATION FOR SIDE -LOADED ASSEMBLIES.
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